Holz-Gliedermalistab G9

Artikel Buchenholz-Gliedermalistab
Item Beech wood folding rule
s Longih/scalp 2o
A e e ,
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ﬁ-&ep::ﬁmmn o e Colour white
Messgenauigkeit CE + EWG-Klasse Il
E“K Accuracy CE + EEC-class Il
“ I AN Gewicht
AFTSMACHT \‘NB 17 18 19 Weight 1059
Gliederstarke 33
Thickness »omm

Innenliegendes
Federstahl-Gelenk
Winkelmessung
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gl Inner-fitted
. = metal spring joint
N Anglefinder
Buchenholz-Gliedermafstab 2m in Spitzenqualitat mit innenliegenden, federnden Metallgelenken e .
fir leichtgangiges Offnen und Schlieen. Winkelskala auf 2. Glied zur Messung von z. B. Dach- und Veredglqngsmqgllchkelt
Treppenneigungen. Advertising option

Zweifarbige Skalierung in schwarz und rot mit weien Gliederenden. Tampondruck
Hochwertige Tauchlackierung und biindig aufeinanderliegende Glieder ideal geeignet fiir Pad printing
Mehrfarb- und UV-LED Digitaldrucke. MaRstab mit CE-Zertifizierung.

170mm x 25mm

Digitaldruck vollflachig
Top quality beech wood folding rule 2m with inner fitted spring joints ensure easy opening and closing. Digital imprint all over
Angle finder on the second section to measure the slope of roofs, stairs etc.
Scale in black and red with folds in white ends.

Special immersion coating printable for multi colour and UV-LED digital imprints available.
Folding rule with CE-certification.



